FIREPLAGE OPENING MEASUREMENT SHEET

NOT INTENDED FOR ZERO CLEARANCE FIREPLACES!

A= INCHES
B= INCHES
C= INCHES
D= INCHES
E - INCHES HEARTH FRONT VIEW SIDE VIEW
(to base of lintel iron) ALL DOORS ORDERED WITH AN ARCHED FRAME REQUIRE A TEMPLATE

OF THE OPENING BEFORE DOOR CONSTRUCTION IS STARTED!

FOR ARCHED OPENINGS ONLY:  Center height

Frame scribed to temple (scroll cut — template required): Yes or No (circle one)

DOOR TYPE: (circle one) SUPREME FULLVIEW GRAND SEAL SCREEN DOOR

FRAME OPTIONS

Required Outside Frame Dimension width X height

1” Overlap is standard, if more how much OR Recessl/Inside Fit

Builders flange is standard at 2” deep, if other is required please specify

(check one below)

Rect Frame & Doors Rect Frame/Arched Doors Arch Frame/Rect Doors Arch Frame & Doors

SCREEN (circle one): Yes - Sliding Curtain or Swing Style Doors OR No Screen

GLASS: (circle one): Tempered Clear Smoked Tempered Bronzed Tempered Ceramic (standard in Grand Seal)
Room Air Inlet is Standard, if you don’t want it please circle NO AIR INLET
HANDLES: (circle top or bottom and which style) TOP MOUNT or BOTTOM MOUNT

BLACK SPRING BRASS SPRING NICKEL SPRING  *FLAT WOOD NATURAL  *FLAT WOOD BLACK  TOP SPINDLE
*FLAT WOOD HANDLES REQUIRED ON GRAND SEAL

FINISH OPTIONS FOR DOORS (SW'NG SEC'"ONS) *Finish not available on Fullview or Screen door

Painted Black is Standard, if custom color specify from Stove Bright Color Chart #

Brushed Steel *Swedish Steel *Black Hammered Steel *Lacquered Hammered Steel

FINISH OPTIONS FOR FRAME

Painted Black is Standard, if custom color specify from Stove Bright Color Chart #

Brushed Steel Swedish Steel Black Hammered Steel Lacquered Hammered Steel

SPECIALTY FINISH OPTIONS: (circle one) None Ancient Iron Trim *Prairie Style Doors

*Available on the Grand Seal only

SPECIAL INSTRUCTIONS OR ITEMS TO INCLUDED (if necessary):





